PORT QASIM AUTHORITY
(Planning & Development Department)
REQUIREMENT FOR APPROVAL OF BUILDING PLANS
1.
The drawings in quintuplicate dully prepared by qualified Engineers and Architects and bearing their address should be provided to PQA for approval. Engineer and Architect should be member of PEC and PCATP respectively.
2.
The drawing should also be signed by the allottee, qualified Engineers, Architects and all attached documents attested by relevant Architect.


3.
The building plans / drawings may be prepared by considering following general requirements, but do not limited to it.
a.
Boundary wall
i. Orientation and dimensions of the plot should be in accordance with PQA site plan.

ii. Details of Boundary wall, columns, footings, Main Gate, coping Beam & expansion joint
iii. The height of compound wall shall not be less than 2.0 m above the plinth level of factory building.

iv. There should be no projection of footings beyond property lines.
v. Only one Main gate is allowed from traffic management point of view. 
b. Layout Plan
i. Layout plan showing the dimensions of the plot and relative location of all the structure and buildings as well as open areas, parking places, green belt etc.

ii. Structural design of all the buildings and structures shown on the layout plan.
iii. Floor plans elevations and cross sections of all the structures and buildings.
iv. Details/ Drawings of services including water supply, sanitary lines, storm water drains, electrical services, gas supply etc.
v. Details/ Drawings of Electrical works, sub station, wiring diagram etc.

c.
Other details
i.
The built-up area shall not exceed 65% of the total plot.
ii.
All buildings , except those allowed within the compulsory vacant strip, should have permanent open space s stated below:
5.0 m from road side Boundary

3.0 m from sides and rear boundary for plots up to 01 (one) acre. 

6.0 m from sides and rear boundary for plots above 01 (one) acre.
iii.
Following structures may be provided in the compulsory open spaces. 

· Gate house of reasonable size

· Time office of reasonable size

· Underground tanks

· Septic tanks or sewerage and settling tank if necessary

· Gas & electricity meter rooms

iv. Minimum clear height of each floor shall be 4.0 m for work places and 3.m for offices.
v. Depth of footings of the main factory building shall not be less than 1.5 m from natural ground level. 
vi. The stair shall be easy to climb, well lighted and ventilated of fire proof construction with minimum width of 1.2 m tread at least 260 mm in width and riser  not more that 175 mm of non slip finish ,continuous hand rail and without winders . Treads and risers shall be of the same size in each and every flight.

vii. No projections like doorsteps, sunshades, bay windows etc shall be constructed beyond the face of the front boundary line of the plot.

viii. The building shall not exceed three storeys in height including the ground floor, unless otherwise essential requirement of relevant industry.
ix. For the purpose of arranging the building on coroner plots at junction of main road /small road of the industrial sector, the corner plot shall be considered as such and the building in them shall be located in the same way as in the other non corner plots that is having vehicular entry/front elevation on sub road /small road only. Building faces on main road my have opening etc for Architectural purpose only, vehicular entry from main road not allowed except mentioned on site plan issued by PQA.

4.
All the Acts/ordinances relating safety, environment pollution and etc shall be strictly followed. Necessary No Objection Certificates as required under government rules and regulations shall be obtained by the allottee from concerned agencies, wherever applicable    

5.
Following documents are required to be attached with the submitted drawings. However other NOCs /documents as mentioned at para # 4 ante shall be provided by the allottee, wherever applicable.    
i.
Attested photocopy of PQA Site Plan

ii.
Attested photocopy of Allocation letter 

iii.
Attested photocopy of Acknowledgement of possession.

iv.
Attested photocopy of Letter of provisional allotment/transfer 

(Whichever applicable).

v.

Attested photocopy of up to date Dues Clearance Certificates.

vi. Attested photocopy of valid License /Registration of Design Engineer.
vii. Attested photocopy of valid License /Registration of Architect. 
viii. Attested photocopy of valid License /Registration of Engineer / Architect who will supervise the construction work. 
ix. Undertaking from Engineer/Architect for supervision of the construction 
x. Copy of Soil Investigation Report.
xi. Copy of RCC Design Report

6.
The allottee shall be responsible for the stability of all structures erected by him and all the materials used in the said buildings should be good and sound and must be so certified by the Architect of the allottee, which may be subject to examination by PQA.

7.
The building should not be used or occupied unless the Architect/Engineer submits completion certificate and the same is accepted by PQA.
Requirements for approval of Building Plans
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